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29 CFR Ch. XVII (7–1–14 Edition) § 1926.98 

TABLE E–5—RUBBER INSULATING EQUIPMENT, TEST INTERVALS 

Type of equipment When to test 

Rubber insulating line hose ............................................. Upon indication that insulating value is suspect and after repair. 
Rubber insulating covers ................................................. Upon indication that insulating value is suspect and after repair. 
Rubber insulating blankets ............................................... Before first issue and every 12 months thereafter;1 upon indication 

that insulating value is suspect; and after repair. 
Rubber insulating gloves .................................................. Before first issue and every 6 months thereafter;1 upon indication that 

insulating value is suspect; after repair; and after use without pro-
tectors. 

Rubber insulating sleeves ................................................ Before first issue and every 12 months thereafter;1 upon indication 
that insulating value is suspect; and after repair. 

1 If the insulating equipment has been electrically tested but not issued for service, the insulating equipment may not be placed 
into service unless it has been electrically tested within the previous 12 months. 

EFFECTIVE DATE NOTE: At 79 FR 20693, Apr. 11, 2014, § 1926.97 was added, effective July 10, 
2014. 

§ 1926.98 [Reserved] 

§ 1926.100 Head protection. 
(a) Employees working in areas 

where there is a possible danger of head 
injury from impact, or from falling or 
flying objects, or from electrical shock 
and burns, shall be protected by protec-
tive helmets. 

(b) Criteria for head protection. (1) The 
employer must provide each employee 
with head protection that meets the 
specifications contained in any of the 
following consensus standards: 

(i) American National Standards In-
stitute (ANSI) Z89.1–2009, ‘‘American 
National Standard for Industrial Head 
Protection,’’ incorporated by reference 
in § 1926.6; 

(ii) American National Standards In-
stitute (ANSI) Z89.1–2003, ‘‘American 
National Standard for Industrial Head 
Protection,’’ incorporated by reference 
in § 1926.6; or 

(iii) American National Standards In-
stitute (ANSI) Z89.1–1997, ‘‘American 
National Standard for Personnel Pro-
tection—Protective Headwear for In-
dustrial Workers—Requirements,’’ in-
corporated by reference in § 1926.6. 

(2) The employer must ensure that 
the head protection provided for each 
employee exposed to high-voltage elec-
tric shock and burns also meets the 
specifications contained in Section 9.7 
(‘‘Electrical Insulation’’) of any of the 
consensus standards identified in para-
graph (b)(1) of this section. 

(3) OSHA will deem any head protec-
tion device that the employer dem-
onstrates is at least as effective as a 
head protection device constructed in 

accordance with one of the consensus 
standards identified in paragraph (b)(1) 
of this section to be in compliance with 
the requirements of this section. 

[44 FR 8577, Feb. 9, 1979, as amended at 77 FR 
37600, June 22, 2012; 77 FR 42988, July 23, 2012] 

§ 1926.101 Hearing protection. 

(a) Wherever it is not feasible to re-
duce the noise levels or duration of ex-
posures to those specified in Table D–2, 
Permissible Noise Exposures, in 
§ 1926.52, ear protective devices shall be 
provided and used. 

(b) Ear protective devices inserted in 
the ear shall be fitted or determined in-
dividually by competent persons. 

(c) Plain cotton is not an acceptable 
protective device. 

§ 1926.102 Eye and face protection. 

(a) General. (1) Employees shall be 
provided with eye and face protection 
equipment when machines or oper-
ations present potential eye or face in-
jury from physical, chemical, or radi-
ation agents. 

(2) Eye and face protection equip-
ment required by this part shall meet 
the requirements specified in American 
National Standards Institute, Z87.1– 
1968, Practice for Occupational and 
Educational Eye and Face Protection. 

(3) Employees whose vision requires 
the use of corrective lenses in spec-
tacles, when required by this regula-
tion to wear eye protection, shall be 
protected by goggles or spectacles of 
one of the following types: 

(i) Spectacles whose protective lenses 
provide optical correction; 
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